1892]
OF  HYDBOGEN  AND  OXYGEN.
529
be cut off, the connexion with the generator re-established, and, finally, the tap of the globe cautiously opened.
Fig. 2.
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The operation of filling usually occupied from two to three hours. When the gas began to blow off under an excess of pressure represented by about half an inch of mercury, the blow-off cistern was lowered so as to leave the extremity of the tube free. For two minutes the current of gas from the generator was allowed to flow through, after which the generator was cut off, and the globe left in simple communication with the atmosphere, until it was supposed that equilibrium of pressure had been sufficiently established. Doubts have at various times been felt as to the interval required for this purpose. If too little time is allowed, there will remain an excess of pressure in the globe, and the calculated weight of the filling will come oub too high. On the other hand, an undue prolongation of the time might lead to a diffusion of air back into the globe. In a special experiment no abnormal weight was detected after half-an-hour's communication, so that the danger on this side appeared to be small. When the passages through the taps were free from grease, one or two minutes sufficed for the establishment of equilibrium, but there was always a possibility of a partial obstruction. In the results to be presently given four minutes were allowed after the separation from the generator. It may be remarked that a part of any minute error that may arise from this source will be eliminated in the comparison with oxygen, which was collected under like conditions. R. m.                                                                                        34lobe would be connected with the free end of the stout-walled india-rubber tube, and secured by binding wire. The generator being cut off, a high vacuum would be made up to the tap of the globe. After a couple of hours' standing the leakage through the india-rubber and at the joints could be measured. The amount of the leakage found in the first two hours was usually negligible, considered as an addition to a globeful of hydrogen, and the leakage that would occur in the hours following would (in the absence of accidents) be still smaller. If the test were satisfactory, the filling would proceed as follows:—
